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	 No. de pieza	 2740818
	
	Descripción Electrónicos	 Inline analog input terminal block, without accessories, 2 inputs, 0-20 mA, 4-20 mA, 짹20 mA, 0-10 V, 짹10 V, 3 dB base frequency at 230 Hz, 2-wire connection method 
	
	 Download	  6 Pages
	
	Scroll/Zoom	

100% 

	
	Fabricante Electrónico	 PHOENIX [PHOENIX CONTACT]
	
	Página de inicio	 http://www.phoenixcontact.com
	
	Logo	 
	

		








	
 2740818 Datasheet(HTML) 3 Page - PHOENIX CONTACT



	


	 							 







zoom in
zoom out

 

	
 3 / 6 page
IB IL AI 2/SF-230 Order No.: 2740818
http://eshop.phoenixcontact.de/phoenix/treeViewClick.do?UID=2740818
PHOENIX CONTACT Deutschland GmbH
Page 3 / 6
http://www.phoenixcontact.de
Feb 8, 2011
Inline potential routing
Communications power UL
7.5 V DC (via voltage jumper)
Current consumption from UL
max. 60 mA
Typ. 45 mA
Current consumption from UM
0 A DC
Current consumption from US
0 A DC
I/O supply voltage UANA
24 V DC
Current consumption from UANA
max. 18 mA
Typ. 13 mA
Analog inputs
Number of inputs
max. 2 (single ended)
Connection method
2-wire (shielded)
Input name
Analog inputs
A/D conversion time
120 µs (per channel)
Resolution A/D
16 bit
Limit frequency (3 dB)
40 Hz
230 Hz
Data formats
IL, IB ST, IB RT, standardized display
Measured value representation
16 bits (15 bits + sign bit)
Current input signal
0 mA ... 20 mA
4 mA ... 20 mA
-20 mA ... 20 mA
Voltage input signal
0 V ... 10 V
-10 V ... 10 V
Input resistance of voltage input
< 220 kΩ
Precision
0.02 %
Number of inputs
2 (single-ended voltage inputs)
Voltage input signal
0 V ... 10 V
-10 V ... 10 V
Input resistance of voltage input
220 kΩ
Number of inputs
2 (single-ended current inputs)
Current input signal
0 mA ... 40 mA
4 mA ... 20 mA
-20 mA ... 20 mA
Input resistance current input
50 Ω 0.02 %
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1Mb / 36P	   Surge Protection
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2726285
	


185Kb / 6P	   Inline analog input terminal block, without accessories, 2 inputs, 0-20 mA, 4-20 mA, 20 mA, 0-10 V, 10 V, 2-wire connection method

	
2742748
	


201Kb / 6P	   Inline analog input terminal, without accessories, 8 inputs, 0-20 mA, 4-20 mA, 0-40 mA, 짹20 mA, 짹40 mA, 2 and 3-wire connection method

	
2727831
	


149Kb / 6P	   Inline analog input terminal, without accessories, 8 inputs, 0-20 mA, 4-20 mA, 짹20 mA, 0-10 V, 짹10 V, (also 0-40 mA, 짹40 mA, 0-5 V, 짹5 V, 0-25 V, 짹25 V, 0-50 V), 2-conductor connection method

	
2726298
	


175Kb / 6P	   Inline analog output terminal, without accessories, 1 output, 0-20 mA, 4-20 mA, 0-10 V, 2-wire connection method

	
2701157
	


70Kb / 5P	   Inline analog input terminal, version for extreme conditions, complete with accessories (connector plug and labeling field), 2 inputs, 0 - 20 mA, 4 - 20 mA, 짹20 mA, 0 - 10 V, 짹10 V, 2-conductor connection technology

	
2700838
	


259Kb / 15P	   INTERBUS-ST analog input module, 4 inputs, 0 - 10 V, 짹10 V, 0 - 20 mA, 4 - 20 mA

	
2732732
	


171Kb / 6P	   Inline analog output terminal block, without accessories, 2 outputs, 0-10 V, 10 V, 2-wire connection method

	
2701954
	


56Kb / 3P	   INTERBUS-ST analog output module, 4 outputs, 0 - 10 V, 짹10 V, 0 - 20 mA, 4 - 20 mA, comprising: Moduleelectronics only

	
2727763
	


146Kb / 5P	   Inline analog input terminal block, without accessories, 2 inputs, TC (thermocouple), 2-wire connection method

	
2740106
	


194Kb / 6P	   Inline digital output terminal block, without accessories, 2 outputs, 24 V DC, 500 mA, 4-wire connection method
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