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	 No. de pieza	 FAN4113
	
	Descripción Electrónicos	 1.2V, 36MHz, Low Power Rail-to-Rail Amplifier 
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Electrical Specifications
(Tc = 25°C, Vs = +5V, G = 2, RL = 5kΩ to Vs/2, Rf = 5kΩ, Vo (DC) = Vcc/2; unless otherwise noted)
Parameter
Conditions
Min.
Typ.
Max.
Unit
AC Performance
-3dB Bandwidth1
G = +1, Vo = 50mVpp
36
MHz
G = +2, Vo = 50mVpp
20
MHz
Full Power Bandwidth
G = +2, Vo = 500mVpp
9
MHz
Gain Bandwidth Product
31
MHz
Rise and Fall Time
200mVpp
25
ns
Settling Time to 1%
2Vpp
250
ns
Overshoot
200mVpp
2
%
Slew Rate
2Vpp
8
V/
µs
2nd Harmonic Distortion
0.5Vpp, 500kHz
75
dBc
3rd Harmonic Distortion
0.5Vpp, 500kHz
84
dBc
THD
0.5Vpp, 500kHz
0.018
%
Input Voltage Noise
>100kHz
12
nV/
√Hz
DC Performance
Input Offset Voltage
0.5
mV
Average Drift
2
µV/°C
Input Bias Current
400
nA
Average Drift
2
nA/°C
Input Offset Current
30
nA
Power Supply Rejection Ratio
DC
80
dB
Open Loop Gain
70
dB
Supply Current
750
µA
Input Characteristics
Input Resistance
25
M
Ω
Input Capacitance
1.25
pF
Input Common Mode Voltage Range
-0.4 to 4.0
V
Common Mode Rejection Ratio
76
dB
Output Characteristics
Output Voltage Swing
RL = 5kΩ to Vs/2
0.03 to 4.92
V
RL = 1kΩ to Vs/2
0.07 to 4.79
V
Output Current
±9
mA
Short Circuit Output Current
±13
mA
Power Supply Operating Range
1.2
5
5.5
V
Min/max ratings are based on product characterization and simulation. Individual parameters are tested as noted. Outgoing quality levels are
determined from tested parameters.
Notes:
1. For G = +1, Rf = 0.
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	Fabricante Electrónico	No. de pieza	Datasheet	Descripción Electrónicos
	

Fairchild Semiconductor	
FAN4146
	


595Kb / 10P	   Ground Fault Interrupter

	

ON Semiconductor	
FAN4146
	


801Kb / 12P	   Ground Fault Interrupter

February 2014 Rev. 1.0.1
	

Fairchild Semiconductor	
FAN4146ESX
	


595Kb / 10P	   Ground Fault Interrupter

	

ON Semiconductor	
FAN4146ESX
	


801Kb / 12P	   Ground Fault Interrupter

February 2014 Rev. 1.0.1
	

Fairchild Semiconductor	
FAN4146SX
	


595Kb / 10P	   Ground Fault Interrupter
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	Fabricante Electrónico	No. de pieza	Datasheet	Descripción Electrónicos
	

ON Semiconductor	
NCS20081
	


753Kb / 20P	   Operational Amplifier Low Power, Rail-to-Rail

October, 2015 ??Rev. 1
	

Guangdong Youtai Semico...	
LMV321
	


2Mb / 10P	   Low-Power rail-to-rail Operational Amplifier

	

ON Semiconductor	
NCS20091
	


686Kb / 20P	   Operational Amplifier Low Power, Rail-to-Rail

October, 2015 ??Rev. 1
	
NCS20061
	


775Kb / 20P	   Operational Amplifier Low Power, Rail-to-Rail

October, 2015 ??Rev. 1
	
NCV952
	


1Mb / 10P	   Operational Amplifier Low Power, Rail-to-Rail

July, 2015 ??Rev. 3
	

E-CMOS Corporation	
EC5721
	


851Kb / 13P	   1MHz, Low Power, CMOS, Rail-to-Rail Operational Amplifier

	
EC5741
	


858Kb / 15P	   Super Low Power, CMOS, Rail-to-Rail Operational Amplifier

	

STMicroelectronics	
TS951
	


440Kb / 17P	   Input/output rail-to-rail low power operational amplifier

	

Analog Devices	
OP186
	


42Kb / 5P	   Ultra Low Power Rail-to-Rail Output Operational Amplifier

REV. 0
	

STMicroelectronics	
TS951
	


350Kb / 15P	   Input/Output Rail-to-Rail Low Power Operational Amplifier
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