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Features at +1.2V
• 640
µA supply current per amplifier
• 36MHz gain bandwidth product
• Output voltage range: 0.06V to 1.10V
• Input voltage range: -0.4V to +0.2V
• 8V/
µs slew rate
• 12nV/
√Hz input voltage noise
• Package option (SC70-5)
• Fully specified at +1.2V, +2.7V, and +5V supplies
Applications
• Cellular phones
• Personal data assistants
• A/D buffer
• DSP interface
• Smart card readers
• Portable test instruments
• Single cell NiCd/Ni MH powered systems
• Keyless entry
• Infrared receivers for remote controls
• Telephone systems
• Audio applications
Description
The FAN4113 is a low cost, voltage feedback amplifier that
consumes only 640
µA of supply current. The FAN4113 is
designed to operate from +1.2V to 5.5V (±2.75V) supplies.
The common mode voltage range extends below the negative
rail and the output provides rail-to-rail performance.
The FAN4113 is designed on a complementary bipolar
process and provides 36MHz of bandwidth and 8V/
µs of slew
rate at a low supply voltage of 1.2V. The combination of low
power, rail-to-rail performance, low voltage operation, and
tiny package options make the FAN4113 well suited for use
in personal electronics equipment such as cellular handsets,
pagers, PDAs, and other battery powered applications.
FAN4113
1.2V, 36MHz, Low Power Rail-to-Rail Amplifier
www.fairchildsemi.com
REV. 1 October 2001
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	Fabricante Electrónico	No. de pieza	Datasheet	Descripción Electrónicos
	

Fairchild Semiconductor	
FAN4146
	


595Kb / 10P	   Ground Fault Interrupter

	

ON Semiconductor	
FAN4146
	


801Kb / 12P	   Ground Fault Interrupter

February 2014 Rev. 1.0.1
	

Fairchild Semiconductor	
FAN4146ESX
	


595Kb / 10P	   Ground Fault Interrupter

	

ON Semiconductor	
FAN4146ESX
	


801Kb / 12P	   Ground Fault Interrupter

February 2014 Rev. 1.0.1
	

Fairchild Semiconductor	
FAN4146SX
	


595Kb / 10P	   Ground Fault Interrupter







More results






	Descripción similar - FAN4113



	
	Fabricante Electrónico	No. de pieza	Datasheet	Descripción Electrónicos
	

ON Semiconductor	
NCS20081
	


753Kb / 20P	   Operational Amplifier Low Power, Rail-to-Rail

October, 2015 ??Rev. 1
	

Guangdong Youtai Semico...	
LMV321
	


2Mb / 10P	   Low-Power rail-to-rail Operational Amplifier

	

ON Semiconductor	
NCS20091
	


686Kb / 20P	   Operational Amplifier Low Power, Rail-to-Rail

October, 2015 ??Rev. 1
	
NCS20061
	


775Kb / 20P	   Operational Amplifier Low Power, Rail-to-Rail

October, 2015 ??Rev. 1
	
NCV952
	


1Mb / 10P	   Operational Amplifier Low Power, Rail-to-Rail

July, 2015 ??Rev. 3
	

E-CMOS Corporation	
EC5721
	


851Kb / 13P	   1MHz, Low Power, CMOS, Rail-to-Rail Operational Amplifier

	
EC5741
	


858Kb / 15P	   Super Low Power, CMOS, Rail-to-Rail Operational Amplifier

	

STMicroelectronics	
TS951
	


440Kb / 17P	   Input/output rail-to-rail low power operational amplifier

	

Analog Devices	
OP186
	


42Kb / 5P	   Ultra Low Power Rail-to-Rail Output Operational Amplifier

REV. 0
	

STMicroelectronics	
TS951
	


350Kb / 15P	   Input/Output Rail-to-Rail Low Power Operational Amplifier
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