














		Motor de Búsqueda de Datasheet de Componentes Electrónicos	
    	
			 
    		   Spanish  ▼	


			
				 English	 Chinese
	 German	 Japanese
	 Russian	 Korean
	 Spanish	 French
	 Italian	 Portuguese
	 Polish	 Vietnamese
	 Indian	 Mexican
	 British	 New Zealand


		    
	

	


	ALLDATASHEET.ES

	

Part #
Description
Marking







X  





 




	
Match&Start
Match
Start with
End
Included


All Manufacturers










	



	
Preview
	
PDF
	
Download
	
HTML
	
	Chat AI



	





	


	
 MC10EL31DG Datasheet(PDF) 3 Page - ON Semiconductor







	
	 No. de pieza	 MC10EL31DG
	
	Descripción Electrónicos	 5 V ECL D Flip-Flop With Set and Reset 
	
	 Download	  9 Pages
	
	Scroll/Zoom	

100% 

	
	Fabricante Electrónico	 ONSEMI [ON Semiconductor]
	
	Página de inicio	 http://www.onsemi.com
	
	Logo	 
	

		








	
 MC10EL31DG Datasheet(HTML) 3 Page - ON Semiconductor



	


	 										 







zoom in
zoom out

 

	
 3 / 9 page
MC10EL31, MC100EL31
http://onsemi.com
3
Table 4. 10EL SERIES PECL DC CHARACTERISTICS VCC = 5.0 V; VEE = 0 V (Note 1)
−40°C
25°C
85°C
Symbol
Characteristic
Min
Typ
Max
Min
Typ
Max
Min
Typ
Max
Unit
IEE
Power Supply Current
27
32
27
32
27
32
mA
VOH
Output HIGH Voltage (Note 4)
3920
4010
4110
4020
4105
4190
4090
4185
4280
mV
VOL
Output LOW Voltage (Note 2)
3050
3200
3350
3050
3210
3370
3050
3227
3405
mV
VIH
Input HIGH Voltage
3770
4110
3870
4190
3940
4280
mV
VIL
Input LOW Voltage
3050
3500
3050
3520
3050
3555
mV
IIH
Input HIGH Current
150
150
150
mA
IIL
Input LOW Current
0.5
0.5
0.3
mA
NOTE: Device will meet the specifications after thermal equilibrium has been established when mounted in a test socket or printed circuit
board with maintained transverse airflow greater than 500 lfpm. Electrical parameters are guaranteed only over the declared
operating temperature range. Functional operation of the device exceeding these conditions is not implied. Device specification limit
values are applied individually under normal operating conditions and not valid simultaneously.
1. Input and output parameters vary 1:1 with VCC. VEE can vary +0.25 V / −0.5 V.
2. Outputs are terminated through a 50 ohm resistor to VCC−2 volts.
Table 5. 10EL SERIES NECL DC CHARACTERISTICS VCC = 0 V; VEE = −5.0 V (Note 3)
−40°C
25°C
85°C
Symbol
Characteristic
Min
Typ
Max
Min
Typ
Max
Min
Typ
Max
Unit
IEE
Power Supply Current
27
32
27
32
27
32
mA
VOH
Output HIGH Voltage (Note 4)
−1080
−990
−890
−980
−895
−810
−910
−815
−720
mV
VOL
Output LOW Voltage (Note 4)
−1950 −1800 −1650 −1950 −1790 −1630 −1950 −1773 −1595
mV
VIH
Input HIGH Voltage
−1230
−890
−1130
−810
−1060
−720
mV
VIL
Input LOW Voltage
−1950
−1500 −1950
−1480 −1950
−1445
mV
IIH
Input HIGH Current
150
150
150
mA
IIL
Input LOW Current
0.5
0.5
0.3
mA
NOTE: Device will meet the specifications after thermal equilibrium has been established when mounted in a test socket or printed circuit
board with maintained transverse airflow greater than 500 lfpm. Electrical parameters are guaranteed only over the declared
operating temperature range. Functional operation of the device exceeding these conditions is not implied. Device specification limit
values are applied individually under normal operating conditions and not valid simultaneously.
3. Input and output parameters vary 1:1 with VCC. VEE can vary +0.25 V / −0.5 V.
4. Outputs are terminated through a 50 ohm resistor to VCC−2 volts.
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	Fabricante Electrónico	No. de pieza	Datasheet	Descripción Electrónicos
	

ON Semiconductor	
MC10EL31DG
	


147Kb / 8P	   5 V ECL D Flip.Flop With Set and Reset

July, 2016 ??Rev. 7
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	Fabricante Electrónico	No. de pieza	Datasheet	Descripción Electrónicos
	

List of Unclassifed Man...	
AZ10EL31
	


140Kb / 6P	   ECL/PECL D Flip-Flop with Set and Reset

	

ON Semiconductor	
MC100LVEL31
	


136Kb / 8P	   3.3V ECL D Flip-Flop with Set and Reset

December, 2006 ??Rev. 3
	

Arizona Microtek, Inc	
AZ10EL31
	


77Kb / 6P	   ECL/PECL D Flip-Flop with Set and Reset

	

ON Semiconductor	
MC100LVEL31
	


59Kb / 4P	   D Flip-Flop With Set and Reset

1996 REV 0
	
MC10EL31
	


72Kb / 3P	   D Flip-Flop With Set and Reset

1995 REV 2
	

Micrel Semiconductor	
SY10EL31
	


51Kb / 4P	   D FLIP-FLOP WITH SET AND RESET

	

ON Semiconductor	
MC10EP31
	


72Kb / 8P	   D Flip Flop with Set and Reset

April, 2001 ??Rev. 5
	

Micrel Semiconductor	
SY10EL31
	


48Kb / 4P	   D FLIP-FLOP WITH SET AND RESET

	

ON Semiconductor	
MC10EP31
	


182Kb / 11P	   ECL D Flip?륡lop with Set and Reset

August, 2016 ??Rev. 11
	
MC100LVEL31
	


152Kb / 6P	   3.3 V ECL D Flip?륡lop with Set and Reset

July, 2016 ??Rev. 5
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