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	Fabricante Electrónico	No. de pieza	Datasheet	Descripción Electrónicos
	

Burr-Brown (TI)	
ADS8382
	


782Kb / 29P	   16-BIT, 600-kHz, PSEUDO-DIFFERENTIAL INPUT, MICROPOWER SAMPLING ANALOG-TO-DIGITAL CONVERTER WITH SERIAL INTERFACE AND REFERENCE

	
ADS8382
	


1Mb / 30P	   16-BIT, 1-MSPS, PSEUDO-BIPOLAR, FULLY DIFFERENTIAL INPUT, MICROPOWER SAMPLING ANALOG-TO-DIGITAL CONVERTER WITH PARALLEL INTERFACE, REFERENCE

	

Texas Instruments	
ADS8382IBRHPT
	


1Mb / 36P	[Old version datasheet]   18-BIT, 600-kHz, FULLY DIFFERENTIAL PSEUDO-BIPOLAR INPUT, MICROPOWER SAMPLING ANALOG-TO-DIGITAL CONVERTER WITH SERIAL INTERFACE AND REFERENCE

	
ADS8382IBRHPTG4
	


1Mb / 36P	[Old version datasheet]   18-BIT, 600-kHz, FULLY DIFFERENTIAL PSEUDO-BIPOLAR INPUT, MICROPOWER SAMPLING ANALOG-TO-DIGITAL CONVERTER WITH SERIAL INTERFACE AND REFERENCE

	
ADS8382IRHPT
	


1Mb / 36P	[Old version datasheet]   18-BIT, 600-kHz, FULLY DIFFERENTIAL PSEUDO-BIPOLAR INPUT, MICROPOWER SAMPLING ANALOG-TO-DIGITAL CONVERTER WITH SERIAL INTERFACE AND REFERENCE
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	Fabricante Electrónico	No. de pieza	Datasheet	Descripción Electrónicos
	

Analog Devices	
AD5780
	


599Kb / 28P	   System Ready, 18-Bit 짹1 LSB INL

REV. C
	
AD5781
	


854Kb / 28P	   True 18-Bit, Voltage Output DAC 짹0.5 LSB INL, 짹0.5 LSB DNL

REV. D
	
AD7676
	


389Kb / 21P	   16-Bit, 1 LSB INL

	
AD7690
	


587Kb / 24P	   18-Bit, 1.5 LSB INL, 400 kSPS PulSAR

REV. C
	
AD7691
	


693Kb / 28P	   18-Bit, 1.5 LSB INL, 250 kSPS PulSAR

REV. D
	
AD7674
	


1,012Kb / 28P	   18-Bit, 2.5 LSB INL, 800 kSPS SAR ADC

REV. A
	
AD7674ACP
	


983Kb / 28P	   18-Bit, 2.5 LSB INL, 800 kSPS SAR ADC

Rev. A
	
AD7679
	


556Kb / 28P	   18-Bit, 2.5 LSB INL, 570 kSPS SAR ADC

REV. 0
	
AD7674
	


587Kb / 29P	   18-Bit, 2.5 LSB INL, 800 kSPS, SAR ADC

	
AD7674
	


1Mb / 28P	   18-Bit, 2.5 LSB INL, 800 kSPS SAR ADC

REV. 0
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