














		Motor de Búsqueda de Datasheet de Componentes Electrónicos	
    	
			 
    		   Spanish  ▼	


			
				 English	 Chinese
	 German	 Japanese
	 Russian	 Korean
	 Spanish	 French
	 Italian	 Portuguese
	 Polish	 Vietnamese
	 Indian	 Mexican
	 British	 New Zealand


		    
	

	


	ALLDATASHEET.ES

	

Part #
Description
Marking







X  





 




	
Match&Start
Match
Start with
End
Included


All Manufacturers










	



	
Preview
	
PDF
	
Download
	
HTML
	
	Chat AI



	





	


	
 WL-1500 Datasheet(PDF) 2 Page - Laird Tech Smart Technology







	
	 No. de pieza	 WL-1500
	
	Descripción Electrónicos	 Input power must be rated for 230 VAC at 50 or 60 Hz 
	
	 Download	  9 Pages
	
	Scroll/Zoom	

100% 

	
	Fabricante Electrónico	 LSTD [Laird Tech Smart Technology]
	
	Página de inicio	 http://www.lairdtech.com/
	
	Logo	 
	

		








	
 WL-1500 Datasheet(HTML) 2 Page - Laird Tech Smart Technology



	


	 										 







zoom in
zoom out

 

	
 2 / 9 page
Page 2 / 9
WL 1500
Liquid Cooling System
WL 1500
1215.61AE
Laird Technologies, Thermal Management Division
www.lairdtech.com
User
ManUaL
1 Description
2
2 Technical Data
3
2.1 Physical Dimensions
3
2.2 Performance Data
3


2.3EnvironmentalSpecifications 3
2.4 Settings
3
3 Operational Settings
4
4 Settings
5
4.1 Maximum Pressure
5
4.2 Maximum Flow Rate
5
5 Maintenance
6
5.1 Heat Exchanger
6
5.2 Water Filter
6
6 Placing Out of Operation
7
7 Spare Parts List and Illustration
8
8 Liquid and Electronic Schematic
9
1 Description
The WL 1500 cooling unit is intended to remove heat from a liquid circuit. The coolant can be either
water or a mixture of water and water-glycol (antifreeze). Water circulates in a closed loop between
the ambient cooling system and a cold plate at the heat source. Heat is removed from the water
by an air-cooled heat exchanger. The capacity of the cooling unit is dependent on the temperature
differential,whichisdefinedasthedifferencebetweentheambienttemperatureandthewateroutlet
temperature. The cooling unit is designed to remove 1500 W of heat at a temperature differential of
12°C. The maximum forward pressure is limited by a bypass valve. Cooling hoses supplied by user are
connected to threaded nozzle that can accomodate a 9 mm hose ID.
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	Número de pieza similar - WL-1500



	
	Fabricante Electrónico	No. de pieza	Datasheet	Descripción Electrónicos
	

3M Electronics	
WL-1
	


71Kb / 2P	   WL Wire Pulling Lubricant

2000
	

Laird Tech Smart Techno...	
WL-1000
	


594Kb / 3P	   Adjustable Flow Rate

	

List of Unclassifed Man...	
WL-18606130
	


505Kb / 1P	   T3 MINIATURE BAYONET BASE LED LAMP

	
WL-18606131
	


505Kb / 1P	   T3 MINIATURE BAYONET BASE LED LAMP

	
WL-18606132
	


505Kb / 1P	   T3 MINIATURE BAYONET BASE LED LAMP
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	Descripción similar - WL-1500



	
	Fabricante Electrónico	No. de pieza	Datasheet	Descripción Electrónicos
	

Schneider Electric	
8910DPA92V09
	


133Kb / 2P	   Contactor, Definite Purpose, 90A, 2 pole, 20 HP at 230 VAC, 1 phase, 208/240 VAC 60 Hz 220 VAC 50 Hz coil, open

	
8910DPA52V09
	


143Kb / 3P	   Contactor, Definite Purpose, 50A, 2 pole, 10 HP at 230 VAC, 1 phase, 208/240 VAC 60 Hz 220 VAC 50 Hz coil, open

May 20, 2022
	
8910DPA62V09
	


143Kb / 3P	   Contactor, Definite Purpose, 60A, 2 pole, 10 HP at 230 VAC, 1 phase, 208/240 VAC 60 Hz 220 VAC 50 Hz coil, open

May 20, 2022
	
8910DPA72RV09
	


162Kb / 2P	   Contactor, Definite Purpose, 75A, 2 pole, 15 HP at 230 VAC, 1 phase, 208/240 VAC 60 Hz 220 VAC 50 Hz coil, open

May 23, 2022
	
8910DPA42V09
	


146Kb / 3P	   Contactor, Definite Purpose, 40A, 2 pole, 7.5 HP at 230 VAC, 1 phase, 208/240 VAC 60 Hz 220 VAC 50 Hz coil, open

May 20, 2022
	
8910DPA72RV09
	


125Kb / 2P	   Contactor, Definite Purpose, 75A, 2 pole, 15 HP at 230 VAC, 1 phase, 208/240 VAC 60 Hz 220 VAC 50 Hz coil, open

	
8910DPA72V09
	


136Kb / 2P	   Contactor, Definite Purpose, 75A, 2 pole, 15 HP at 230 VAC, 1 phase, 208/240 VAC 60 Hz 220 VAC 50 Hz coil, open

May 20, 2022
	
8910DPA42V09
	


135Kb / 3P	   Contactor, Definite Purpose, 40A, 2 pole, 7.5 HP at 230 VAC, 1 phase, 208/240 VAC 60 Hz 220 VAC 50 Hz coil, open

	
8910DPA62V09
	


131Kb / 3P	   Contactor, Definite Purpose, 60A, 2 pole, 10 HP at 230 VAC, 1 phase, 208/240 VAC 60 Hz 220 VAC 50 Hz coil, open

	
8910DPA32V09
	


143Kb / 3P	   Contactor, Definite Purpose, 30A, 2 pole, 5 HP at 230 VAC, 1 phase, 208/240 VAC 60 Hz 220 VAC 50 Hz coil, open

May 20, 2022
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