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	 No. de pieza	 WL-1500
	
	Descripción Electrónicos	 Input power must be rated for 230 VAC at 50 or 60 Hz 
	
	 Download	  9 Pages
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	Fabricante Electrónico	 LSTD [Laird Tech Smart Technology]
	
	Página de inicio	 http://www.lairdtech.com/
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WL 1500
Liquid Cooling System
WL 1500
1215.61AE
Laird Technologies, Thermal Management Division
www.lairdtech.com
THR-UM-WL-1500 0912
Any information furnished by Laird Technologies, Inc. and its agents is believed to be accurate and reliable. All specifications are subject to change without notice. Responsibility for the use and application of Laird Technologies materials
rests with the end user. Laird Technologies makes no warranties as to the fitness, merchantability, suitability or non-infringement of any Laird Technologies materials or products for any specific or general uses. Laird Technologies shall
not be liable for incidental or consequential damages of any kind. All Laird Technologies products are sold pursuant to the Laird Technologies’ Terms and Conditions of sale in effect from time to time, a copy of which will be furnished
upon request. © Copyright 2011 Laird Technologies, Inc. All Rights Reserved. Laird, Laird Technologies, the Laird Technologies Logo, and other marks are trade marks or registered trade marks of Laird Technologies, Inc. or an affiliate
company thereof. Other product or service names may be the property of third parties. Nothing herein provides a license under any Laird Technologies or any third party intellectual property rights.
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	Número de pieza similar - WL-1500



	
	Fabricante Electrónico	No. de pieza	Datasheet	Descripción Electrónicos
	

3M Electronics	
WL-1
	


71Kb / 2P	   WL Wire Pulling Lubricant

2000
	

Laird Tech Smart Techno...	
WL-1000
	


594Kb / 3P	   Adjustable Flow Rate

	

List of Unclassifed Man...	
WL-18606130
	


505Kb / 1P	   T3 MINIATURE BAYONET BASE LED LAMP

	
WL-18606131
	


505Kb / 1P	   T3 MINIATURE BAYONET BASE LED LAMP

	
WL-18606132
	


505Kb / 1P	   T3 MINIATURE BAYONET BASE LED LAMP
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	Descripción similar - WL-1500



	
	Fabricante Electrónico	No. de pieza	Datasheet	Descripción Electrónicos
	

Schneider Electric	
8910DPA92V09
	


133Kb / 2P	   Contactor, Definite Purpose, 90A, 2 pole, 20 HP at 230 VAC, 1 phase, 208/240 VAC 60 Hz 220 VAC 50 Hz coil, open

	
8910DPA52V09
	


143Kb / 3P	   Contactor, Definite Purpose, 50A, 2 pole, 10 HP at 230 VAC, 1 phase, 208/240 VAC 60 Hz 220 VAC 50 Hz coil, open

May 20, 2022
	
8910DPA62V09
	


143Kb / 3P	   Contactor, Definite Purpose, 60A, 2 pole, 10 HP at 230 VAC, 1 phase, 208/240 VAC 60 Hz 220 VAC 50 Hz coil, open

May 20, 2022
	
8910DPA72RV09
	


162Kb / 2P	   Contactor, Definite Purpose, 75A, 2 pole, 15 HP at 230 VAC, 1 phase, 208/240 VAC 60 Hz 220 VAC 50 Hz coil, open

May 23, 2022
	
8910DPA42V09
	


146Kb / 3P	   Contactor, Definite Purpose, 40A, 2 pole, 7.5 HP at 230 VAC, 1 phase, 208/240 VAC 60 Hz 220 VAC 50 Hz coil, open

May 20, 2022
	
8910DPA72RV09
	


125Kb / 2P	   Contactor, Definite Purpose, 75A, 2 pole, 15 HP at 230 VAC, 1 phase, 208/240 VAC 60 Hz 220 VAC 50 Hz coil, open

	
8910DPA72V09
	


136Kb / 2P	   Contactor, Definite Purpose, 75A, 2 pole, 15 HP at 230 VAC, 1 phase, 208/240 VAC 60 Hz 220 VAC 50 Hz coil, open

May 20, 2022
	
8910DPA42V09
	


135Kb / 3P	   Contactor, Definite Purpose, 40A, 2 pole, 7.5 HP at 230 VAC, 1 phase, 208/240 VAC 60 Hz 220 VAC 50 Hz coil, open

	
8910DPA62V09
	


131Kb / 3P	   Contactor, Definite Purpose, 60A, 2 pole, 10 HP at 230 VAC, 1 phase, 208/240 VAC 60 Hz 220 VAC 50 Hz coil, open

	
8910DPA32V09
	


143Kb / 3P	   Contactor, Definite Purpose, 30A, 2 pole, 5 HP at 230 VAC, 1 phase, 208/240 VAC 60 Hz 220 VAC 50 Hz coil, open

May 20, 2022






More results






	

	

	



Html Pages



 1

 2

 3

 4

 5

 6

 7

 8

 9





Datasheet Descarga
 












	Enlace URL

	

















English
中文
한국어
français
español
日本語
Deutsch
italiano
русский
polski
português
Tiếng việt
Indian
Mexican
British
New Zealand





	
Política de Privacidad

	ALLDATASHEET.ES



	
¿ALLDATASHEET es útil para Ud.?  [ DONATE ] 

	
Todo acerca de Alldatasheet   |  
Publicidad   |   

Contáctenos   |  
Política de Privacidad   |   

Intercambio de Enlaces   |  
Lista de Fabricantes

All Rights Reserved©Alldatasheet.com 




	 
Mirror Sites
English :   Alldatasheet.com  |  
English :    Alldatasheet.net  |  
Chinese : Alldatasheetcn.com  |  
German :  Alldatasheetde.com  |  
Japanese : Alldatasheet.jp

Russian : Alldatasheetru.com  |  
Korean : Alldatasheet.co.kr  |  
Spanish : Alldatasheet.es  |  
French : Alldatasheet.fr  |  
Italian : Alldatasheetit.com

Portuguese : Alldatasheetpt.com  |  
Polish : Alldatasheet.pl  |  
Vietnamese : Alldatasheet.vn

Indian : Alldatasheet.in  |  
Mexican : Alldatasheet.com.mx  |  
British : Alldatasheet.co.uk  |  
New Zealand : Alldatasheet.co.nz

	
Family Site :   ic2ic.com  |  
icmetro.com



   










