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	 No. de pieza	 WL-1500
	
	Descripción Electrónicos	 Input power must be rated for 230 VAC at 50 or 60 Hz 
	
	 Download	  9 Pages
	
	Scroll/Zoom	

100% 

	
	Fabricante Electrónico	 LSTD [Laird Tech Smart Technology]
	
	Página de inicio	 http://www.lairdtech.com/
	
	Logo	 
	

		








	
 WL-1500 Datasheet(HTML) 1 Page - Laird Tech Smart Technology



	


	 										 







zoom in
zoom out

 

	
 1 / 9 page
Innovative Technology
for a Connected World
WL 1500
User Manual
global solutions: local support
TM
Americas: +1.888.246.9050
Europe: +46.31.704.67.57
Asia: +86.755.2714.1166
CAUTION: READ MANUAL BEFORE OPERATING COOLING UNIT
– Input power must be rated for 230 VAC at 50 or 60 Hz
– Use water or water/glycol as coolant
– Run cooling unit at correct coolant level, otherwise
cooling capacity will be reduced
– Use cooling hoses that can handle max pressure of liquid circuit
and are resistant to corrosion from coolant
– Never operate cooling unit if it is damaged or leaking
– Before starting any service work on cooling unit, disconnect it from
main power source
Page 1 / 9
WL 1500
1215.61AE
Laird Technologies, Thermal Management Division
CLV-customerservice@lairdtech.com
www.lairdtech.com/thermal
Coolant inlet and outlet are marked with symbols: Inlet: O; Outlet: O


		















	Número de pieza similar - WL-1500



	
	Fabricante Electrónico	No. de pieza	Datasheet	Descripción Electrónicos
	

3M Electronics	
WL-1
	


71Kb / 2P	   WL Wire Pulling Lubricant

2000
	

Laird Tech Smart Techno...	
WL-1000
	


594Kb / 3P	   Adjustable Flow Rate

	

List of Unclassifed Man...	
WL-18606130
	


505Kb / 1P	   T3 MINIATURE BAYONET BASE LED LAMP

	
WL-18606131
	


505Kb / 1P	   T3 MINIATURE BAYONET BASE LED LAMP

	
WL-18606132
	


505Kb / 1P	   T3 MINIATURE BAYONET BASE LED LAMP
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	Descripción similar - WL-1500



	
	Fabricante Electrónico	No. de pieza	Datasheet	Descripción Electrónicos
	

Schneider Electric	
8910DPA92V09
	


133Kb / 2P	   Contactor, Definite Purpose, 90A, 2 pole, 20 HP at 230 VAC, 1 phase, 208/240 VAC 60 Hz 220 VAC 50 Hz coil, open

	
8910DPA52V09
	


143Kb / 3P	   Contactor, Definite Purpose, 50A, 2 pole, 10 HP at 230 VAC, 1 phase, 208/240 VAC 60 Hz 220 VAC 50 Hz coil, open

May 20, 2022
	
8910DPA62V09
	


143Kb / 3P	   Contactor, Definite Purpose, 60A, 2 pole, 10 HP at 230 VAC, 1 phase, 208/240 VAC 60 Hz 220 VAC 50 Hz coil, open

May 20, 2022
	
8910DPA72RV09
	


162Kb / 2P	   Contactor, Definite Purpose, 75A, 2 pole, 15 HP at 230 VAC, 1 phase, 208/240 VAC 60 Hz 220 VAC 50 Hz coil, open

May 23, 2022
	
8910DPA42V09
	


146Kb / 3P	   Contactor, Definite Purpose, 40A, 2 pole, 7.5 HP at 230 VAC, 1 phase, 208/240 VAC 60 Hz 220 VAC 50 Hz coil, open

May 20, 2022
	
8910DPA72RV09
	


125Kb / 2P	   Contactor, Definite Purpose, 75A, 2 pole, 15 HP at 230 VAC, 1 phase, 208/240 VAC 60 Hz 220 VAC 50 Hz coil, open

	
8910DPA72V09
	


136Kb / 2P	   Contactor, Definite Purpose, 75A, 2 pole, 15 HP at 230 VAC, 1 phase, 208/240 VAC 60 Hz 220 VAC 50 Hz coil, open

May 20, 2022
	
8910DPA42V09
	


135Kb / 3P	   Contactor, Definite Purpose, 40A, 2 pole, 7.5 HP at 230 VAC, 1 phase, 208/240 VAC 60 Hz 220 VAC 50 Hz coil, open

	
8910DPA62V09
	


131Kb / 3P	   Contactor, Definite Purpose, 60A, 2 pole, 10 HP at 230 VAC, 1 phase, 208/240 VAC 60 Hz 220 VAC 50 Hz coil, open

	
8910DPA32V09
	


143Kb / 3P	   Contactor, Definite Purpose, 30A, 2 pole, 5 HP at 230 VAC, 1 phase, 208/240 VAC 60 Hz 220 VAC 50 Hz coil, open

May 20, 2022
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