














		Motor de Búsqueda de Datasheet de Componentes Electrónicos	
    	
			 
    		   Spanish  ▼	


			
				 English	 Chinese
	 German	 Japanese
	 Russian	 Korean
	 Spanish	 French
	 Italian	 Portuguese
	 Polish	 Vietnamese
	 Indian	 Mexican
	 British	 New Zealand


		    
	

	


	ALLDATASHEET.ES

	

Part #
Description
Marking







X  





 




	
Match&Start
Match
Start with
End
Included


All Manufacturers










	



	
Preview
	
PDF
	
Download
	
HTML
	
	Chat AI



	





	


	
 ACPL-K49T-000E Datasheet(PDF) 5 Page - Broadcom Corporation.







	
	 No. de pieza	 ACPL-K49T-000E
	
	Descripción Electrónicos	 Wide Operating Temperature Automotive R2CouplerTM 20 kBd Digital Optocoupler Configurable as Low Power, Low Leakage Phototransistor 
	
	 Download	  9 Pages
	
	Scroll/Zoom	

100% 

	
	Fabricante Electrónico	 BOARDCOM [Broadcom Corporation.]
	
	Página de inicio	 http://www.broadcom.com
	
	Logo	 
	

		








	
 ACPL-K49T-000E Datasheet(HTML) 5 Page - Broadcom Corporation.



	


	 										 







zoom in
zoom out

 

	
 5 / 9 page
5
Switching Specifications (AC) for 5-Pin Configuration
Over recommended operating (TA = -40° C to 125° C), VCC = 5.0 V unless otherwise specified.
Parameter
Sym.
Min.
Typ.
Max.
Units
Conditions
Fig.
Note
Propagation Delay
Time to Logic Low
at Output
tPHL
20
ms
Pulse: f = 10 kHz, Duty cycle = 50%,
IF = 4 mA, VCC = 5.0 V, RL = 8.2 kΩ,
CL = 15 pF, VTHHL = 1.5 V
9
Propagation Delay
Time to Logic High
at Output
tPLH
20
ms
Pulse: f = 10 kHz, Duty cycle = 50%,
IF = 4 mA, VCC = 5.0 V, RL = 8.2 kΩ,
CL = 15 pF, VTHLH = 2.0 V
9
Common Mode
Transient Immunity
at Logic High Output
|CMH|
15
30
kV/
ms
IF = 0 mA
VCM = 1500 Vp-p, TA = 25° C
RL = 1.9 kΩ
10
4
Common Mode
Transient Immunity
at Logic Low Output
|CML|
15
30
kV/vs
IF = 10 mA
Common Mode
Transient Immunity
at Logic Low Output
|CML|
15
kV/
ms
IF = 4 mA
VCM = 1500 Vp-p, TA = 25° C
RL = 8.2 kΩ
Electrical Specifications (DC) for 4-Pin Configuration
Over recommended operating TA = -40° C to 125° C, unless otherwise specified.
Parameter
Sym.
Min.
Typ.
Max.
Units
Conditions
Fig.
Note
Current Transfer
Ratio
CTR
70
130
210
%
TA = 25° C, VCC = VO = 5 V, IF = 4 mA
4
1
Current Transfer
Ratio
CTR
(Sat)
24
60
IF = 10 mA VCC = VO = 0.5 V
5
35
110
IF = 4 mA
Logic Low Output
Voltage
VOL
0.1
0.5
V
IF = 10 mA IO = 2.4 mA
5
0.1
0.5
IF = 4 mA
IO = 1.4 mA
Off-State Current
I(CEO)
4x10-4 5
mA
VO = VCC = 20 V, IF = 0 mA
8
Input Forward
Voltage
VF
1.4
1.5
1.7
V
TA = 25° C
IF = 4 mA
6
1.2
1.5
1.8
V
Input Reversed
Breakdown Voltage
BVR
5
V
IR = 10 mA
Temperature
Coefficient of
Forward Voltage
∆V/∆TA
-1.5
mV/°C
IF = 10 mA
Input Capacitance
CIN
90
pF
F = 1 MHz, VF = 0 V
output Capacitance
CCE
35
pF
F = 1 MHz, VF = 0 V, VO = VCC = 0 V
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	Fabricante Electrónico	No. de pieza	Datasheet	Descripción Electrónicos
	

AVAGO TECHNOLOGIES LIMI...	
ACPL-K49T
	


358Kb / 9P	   High Temperature and Reliability low speed digital interface for Automotive Application.

	

Broadcom Corporation.	
ACPL-K49T
	


627Kb / 13P	   Wide Operating Temperature Automotive R2Coupler짰 20-kBd Digital Optocoupler Configurable as Low-Power, Low-Leakage Phototransistor
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	Fabricante Electrónico	No. de pieza	Datasheet	Descripción Electrónicos
	

Broadcom Corporation.	
ACFL-5212T-000E
	


343Kb / 12P	   Automotive R2CouplerTM Wide Operating Temperature 20kBd Digital Optocoupler Configurable as Low Power, Low Leakage Phototransistor

	
ACPL-M49T-000E
	


533Kb / 12P	   Wide Operating Temperature Automotive R2Coupler??20-kBd Digital Optocoupler Configurable as Low Power, Low Leakage Phototransistor

	
ACPL-K49T
	


627Kb / 13P	   Wide Operating Temperature Automotive R2Coupler짰 20-kBd Digital Optocoupler Configurable as Low-Power, Low-Leakage Phototransistor

	

AVAGO TECHNOLOGIES LIMI...	
ACPL-M49T-000E
	


168Kb / 11P	   Wide Operating Temperature Automotive R2CouplerTM 20kBd Digital Optocoupler Configurable as Low Power, Low Leakage Phototransistor

	
ACPL-K43T-060E
	


127Kb / 11P	   Automotive R2CouplerTM Wide Operating Temperature

	
ACPL-M43T-500E
	


136Kb / 9P	   Wide Operating Temperature Automotive Digital Optocoupler

	

Broadcom Corporation.	
ACFL-5211T-000E
	


312Kb / 12P	   Automotive R2CouplerTM Wide Operating Temperature 1MBd Digital Optocoupler in a Stretched 12-Pin Surface Mount Plastic Package

	

AVAGO TECHNOLOGIES LIMI...	
ACPL-M49T
	


135Kb / 10P	   Low Leakage Phototransistor

	
ACPL-M43U-000E
	


240Kb / 8P	   Wide Operating Temperature 1MBd Digital Optocoupler with R2Coupler??Isolation

	

Broadcom Corporation.	
ACPL-M61T-000E
	


219Kb / 10P	   10MBd Wide Operating Temperature Automotive Digital Optocoupler with R2Coupler??Isolation and AEC-Q100 Qualification
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