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Insulation and Safety Related Specifications
Parameter
Symbol
Value
Units
Conditions
Minimum External Air
Gap (Clearance)
L(I01)
>5
mm
Measured from input terminals to output terminals,
shortest distance through air.
Minimum External
Tracking (Creepage)
L(I02)
>5
mm
Measured from input terminals to output terminals,
shortest distance path along body.
Minimum Internal Plastic
Gap (Internal Clearance)
0.08
mm
Insulation thickness between emitter and detector;
also known as distance through insulation.
Tracking Resistance
(Comparative Tracking Index)
CTI
>175
V
DIN IEC 112/VDE 0303 Part 1
Isolation Group
IIIa
Material Group (DIN VDE 0109)
IEC/EN/DIN EN 60747-5-5 Insulation Related Characteristics
Description
Symbol
ACPL-M71T/
ACPL-M72T
Units
Maximum Working Insulation Voltage
VIORM
567
VPEAK
Input to Output Test Voltage, Method b†
VIORM x 1.875 = VPR, 100% Production
Test with tm = 1 sec, Partial Discharge < 5 pC
VPR
1063
VPEAK
Input to Output Test Voltage, Method a†
VIORM x 1.6 = VPR, Type and Sample Test,
tm = 10 sec, Partial Discharge < 5 pC
VPR
907
VPEAK
Highest Allowable Overvoltage†
(Transient Overvoltage, tini = 60 sec)
VIOTM
6000
VPEAK
Safety Limiting Values
(Maximum values allowed in the event of a failure,
also see Thermal Derating curve, Figure 11.)
Case Temperature
Ts
150
°C
Input Current
Is, INPUT
150
mA
Output Power
Ps,OUTPUT
600
mW
Insulation Resistance at TS, VIO = 500 V
RIO
≥109
Ω


		















	Número de pieza similar - ACPL-M72T-000E



	
	Fabricante Electrónico	No. de pieza	Datasheet	Descripción Electrónicos
	

AVAGO TECHNOLOGIES LIMI...	
ACPL-M72T-000E
	


119Kb / 12P	   High Speed, Low Power Digital Optocouplers with R2Coupler??Isolation and AEC-Q100 Grade 1 Qualifi cation







More results






	Descripción similar - ACPL-M72T-000E



	
	Fabricante Electrónico	No. de pieza	Datasheet	Descripción Electrónicos
	

AVAGO TECHNOLOGIES LIMI...	
ACPL-M71T
	


119Kb / 12P	   High Speed, Low Power Digital Optocouplers with R2Coupler Isolation and AEC-Q100 Grade 1 Qualifi cation

	
ACPL-M72T-000E
	


119Kb / 12P	   High Speed, Low Power Digital Optocouplers with R2Coupler??Isolation and AEC-Q100 Grade 1 Qualifi cation

	

Broadcom Corporation.	
ACPL-M71T-000E
	


371Kb / 12P	   High Speed, Low Power Digital Optocouplers with R2Coupler??Isolation and AEC-Q100 Grade 1 Qualification

	
ACPL-K74T-000E
	


870Kb / 16P	   Automotive High-Speed Low-Power Digital Optocouplers with R2Coupler짰 Isolation and AEC-Q100 Grade 1 Qualification

	
ACPL-K72T-000E
	


870Kb / 16P	   Automotive High-Speed Low-Power Digital Optocouplers with R2Coupler짰 Isolation and AEC-Q100 Grade 1 Qualification

	
ACPL-K75T-000E
	


870Kb / 16P	   Automotive High-Speed Low-Power Digital Optocouplers with R2Coupler짰 Isolation and AEC-Q100

	
ACPL-M61T-000E
	


219Kb / 10P	   10MBd Wide Operating Temperature Automotive Digital Optocoupler with R2Coupler??Isolation and AEC-Q100 Qualification

	

AVAGO TECHNOLOGIES LIMI...	
ACPL-M61T
	


219Kb / 10P	   10MBd Wide Operating Temperature Automotive Digital Optocoupler with R2Coupler??Isolation and AEC-Q100 Qualification

	
ACFL-5211T
	


312Kb / 12P	   Qualified to AEC Q100 Grade 1 Guidelines

	
ACFL-5212T
	


343Kb / 12P	   Qualified to AEC Q100 Grade 1 Guidelines







More results






	

	

	



Html Pages



 1

 2

 3

 4

 5

 6

 7

 8

 9

 10

 11

 12





Datasheet Descarga
 












	Enlace URL

	

















English
中文
한국어
français
español
日本語
Deutsch
italiano
русский
polski
português
Tiếng việt
Indian
Mexican
British
New Zealand





	
Política de Privacidad

	ALLDATASHEET.ES



	
¿ALLDATASHEET es útil para Ud.?  [ DONATE ] 

	
Todo acerca de Alldatasheet   |  
Publicidad   |   

Contáctenos   |  
Política de Privacidad   |   

Intercambio de Enlaces   |  
Lista de Fabricantes

All Rights Reserved©Alldatasheet.com 




	 
Mirror Sites
English :   Alldatasheet.com  |  
English :    Alldatasheet.net  |  
Chinese : Alldatasheetcn.com  |  
German :  Alldatasheetde.com  |  
Japanese : Alldatasheet.jp

Russian : Alldatasheetru.com  |  
Korean : Alldatasheet.co.kr  |  
Spanish : Alldatasheet.es  |  
French : Alldatasheet.fr  |  
Italian : Alldatasheetit.com

Portuguese : Alldatasheetpt.com  |  
Polish : Alldatasheet.pl  |  
Vietnamese : Alldatasheet.vn

Indian : Alldatasheet.in  |  
Mexican : Alldatasheet.com.mx  |  
British : Alldatasheet.co.uk  |  
New Zealand : Alldatasheet.co.nz

	
Family Site :   ic2ic.com  |  
icmetro.com



   










